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Explanatory note

Temporary section to be removed after finalization of the Recommendation

The first edition of this OIML Recommendation was approved by CIML in their meeting in October 2007.
And at the same time it was agreed to start a revision.

During the OIML seminar in April 2008 for TC/SC secretaries, a (draft) general format for OIML
Recommendations was presented. And in his letter BIML 08 No. 344/RG/JFM, dated 8 July 2008, the
Director of the BIML encouraged the secretaries of the TC's and SC's to already use this (draft) format when
starting a new project (i.e. when drawing up a new OIML Recommendation or revising an existing one). See
also OIML Bulletin July/October 2008, page 36. And as the secretary of OIML TC8/SC7 fully supports that
concept in order to improve the coherence of all OIML Recommendations, the first step in revising R 139 is
changing the structure of R 139 to a great extent in accordance with this format.

As aresult, a few requirements of general relevance were added, editorial changes were made, and some
inconsistencies were solved. As the requirements shall be as far as possible independent of the applied
technology, the text is often modified in such a way that "electronics" are not regarded as something special.
And the order of the subjects has been completely changed: In accordance with the format, this draft has
been split in 2 distinctive parts: Part 1 with the requirements (without any test, contents of type approval
certificate, etc.) and Part 2 dealing with the tests and other Metrological control (without any "hidden"
requirement). By decision of the BIML, these two Parts will preferably be published together in one "book"
(PDF-file).

Furthermore, it was identified that, although [1] in the Bibliography refers to edition 2007 of the "VIM", the
definitions were in accordance with the old edition of the VIM. But, as it is stated in the introduction of the
Terminology: "The terminology used in this Recommendation conforms to ... VIM ...and ... VIML.", itis the
secretary's opinion that it is superfluous repeating such definitions and they have been removed.

In the 1WD, it was not yet the intention of the secretary to include basic technical changes in the
requirements. The application of the general format also resulted in some new (mostly obvious) requirements
and considerations. These are marked in blue as "New". And, following the latest version of OIML R 117
(2007), two new test for instruments powered by DC mains networks have been added: "DC mains voltage
dips, short interruptions and voltage variations" and "Ripple on DC mains power"; this is also in compliance
with OIML D 11 (2004).

It seems that in the edition 2007, some wordings in the description of the tests were copied from a draft of
OIML D 11. In the meantime OIML D 11 (2004) was published. So these texts are aligned now with the
present version of D 11.

Concerning possible technical changes, a questionnaire was distributed together with the 1 WD. Items that
needed special attention were highlighted yellow.

The results of the voting on the questions was implemented as much as possible in this 2WD and discussed
in a WG meeting in 2010 in Delft. The results of the meeting were implemented in the present 1CD

As a result of the changes towards the "general format", there are so many editorial changes and changes in
the sequence of the text that, according to the opinion of the secretary, that it made no sense to provide a
marked version. Nevertheless, a few of the characteristic editorial changes were marked in the text. But
instead, references to the text in edition 2007 were temporary added in blue between brackets and a few
references to the draft format were temporary added in green. Furthermore, a temporary transposition table
from the old text to the new draft was added as a part of this Explanatory Note. It was foreseen that these
temporary blue and green references and the transposition tables would be deleted in the next Working Draft.

In the present 1 CD however the new secretary decided to keep these coloured references until it has been
decided by the SC that the references do not serve any further purpose.

In the opinion of the secretary, there is no need to have separated clauses for radio frequency electromagnetic
fields "of general origin" and "caused by digital radio telephones" (the requirement for both being 10 V/m
with the same modulation). Therefore, these clauses were combined.
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Transposition of OIML R 139 (2007) into this Committee Draft

Temporary section to be removed in later Drafts

(Mainly clauses 1 - 7) => Part 1

Old Clause New Clause Old Clause New Clause Old Clause New Clause
Terminology 3 2.5.7 6.14.5 433 6.2.8.1
- 1 5.2.1+8.2,u) 43.4 6.5.3
3.1.1
1 2 + Part 3 4.4 6.2.7
2.1 4.1,4.2 3.1.2 52.3 4.5 62.8
221 13.1 3.1.3 52.4 45.1 5.1.1
222 13.2 3.1.4 52.5 452 6.2:8.2
223 13.3 3.1.5 54.1 453 6.2.8.3
224 6.14.1 3.1.6 54.2 45.4 6.2.8.4
23.1 53,82 3.1.7 5.8.2+54.3 455 6.2.8.5
232 5.3.2 3.2.1 52.2 4.6 6.3
233 5.3.1 3.2.2 17.2.2 4.7 6.6
24.1 6.2.1 411 15.1.1+ 4.8 6.7
242 5.1.1 5.5.2,a) +b) 5.1.1 552
243+244 515 4.1.2 - 512 57
245 6.2.2 4.1.3 15.1.2.1 5.1.3 5.8.1
24.6 5.1.4 4.1.4 15.1.2:2 5.1.4 12
247 6.2.3 4.1.5 15:1.2.3 52 6.8
25.1 14.1 4.2.1 021 53 6.10
252 6.14.2 4.2.2 624 6 6.12
253 142 4.2.3 5.1.3 7.1 7
25.4 14.3 4.3 6.5 72.1 9.1+ 10
255 6.14.3 4.3.1 6.5.1 722 9.2
25.6 6.14.4 4.3.2 6.5.2
‘ (Mainly clauses 8 - Annex D) => Part 2
Old Clause New Clause Old Clause New Clause Old Clause New Clause
234 16.2:4 8.2.2.3 - A411 18.9.5
8 (1st para) 16.3 8.3 20 A4.12 18.9.7
8.1.1 17.1.3 Al 18.8 A4.13 18.9.4.1
8.1.2 18.2 AD 55.1+82+ A4.14 18.8.5
8.1.2.1 &-.2 18.2.1 7.1 Ann. B (intro) 17.2.4
8.1.3 Part 3 A3 18.7.2 B.1 17.2.4.2
8.1.4 16.2.3 A4 18.8 B.2 17.2.5
8.1.5 18.11.1 A4l 18.8.2.1 B3 18.3
8.1.6 18.11.2 A42 18.8.2.2 B.4 (intro) 19.6.3.2
8.1.7 18.11.3 A43 18.9.1 B.4.1 19.6.5
8.1.8 17.2 Ad4 18.8.3 B.4.2 19.6.6
8.1.9 _ A45 18.9.2.1 B.5 20.2
8.1.9.1 17.1.1 A4.6 18.9.2.2 Annex C Annex A
8.1.9.2 5.5.2+5.7 A4 18.9.3 Annex D Annex B
8.1.9.3 17.2.2 A48 18.9.4.2 D.2 3.1
8.2.1 19.3 +19.6.3.1 A4.9 18.8.4.2 Bibliography Annex C
8.2.2.1 19.4 A410 18.8.4.1
8.2.2.2 8.3
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Foreword

The International Organization of Legal Metrology (OIML) is a worldwide, intergovernmental organization
whose primary aim is to harmonize the regulations and metrological controls applied by the national
metrological services, or related organizations, of its Member States. The main categories of OIML
publications are:

eInternational Recommendations (OIML R), which are model regulations that establish the metrological
characteristics required of certain measuring instruments and which specify methods and equipment for
checking their conformity. OIML Member States shall implement these Recommendations to the greatest
possible extent;

eInternational Documents (OIML D), which are informative in nature and which are intended to
harmonize and improve work in the field of legal metrology;

eInternational Guides (OIML G), which are also informative in nature and which are intended to give
guidelines for the application of certain requirements to legal metrology; and

eInternational Basic Publications (OIML B), which define the operating rules-of the various OIML
structures and systems.

OIML Draft Recommendations, Documents and Guides are developed by Technical Committees or
Subcommittees which comprise representatives from the Member States. Certain international and regional
institutions also participate on a consultation basis. Cooperative agreements have been established between
the OIML and certain institutions, such as ISO and the IEC, with the objective of avoiding contradictory
requirements. Consequently, manufacturers and users of measuring instruments, test laboratories, etc. may
simultaneously apply OIML publications and those of other institutions.

International Recommendations, Documents, Guides and Basic Publications are published in English (E) and
translated into French (F) and are subject to periodic revision.

Additionally, the OIML publishes or participates..in the publication of Vocabularies (OIML V) and
periodically commissions legal metrology experts to write Expert Reports (OIML E). Expert Reports are
intended to provide information and advice, and are written solely from the viewpoint of their author,
without the involvement of a Technical Committee or Subcommittee, nor that of the CIML. Thus, they do
not necessarily represent the views,of the OIML.

This publication - reference OIMLR 139-1 & -2, Edition 201x - was developed by Technical Subcommittee
TC8/SC7. It was approved for final publication by the International Committee of Legal Metrology in 201x
and will be submitted to-the International Conference of Legal Metrology in 201y for formal sanction. It
supersedes the previous edition of R 139 (2007).

OIML Publications may be downloaded from the OIML web site in the form of PDF files. Additional
information on OIML Publications may be obtained from the Organization’s headquarters:

Bureau International de Métrologie Légale
11, rue Turgot-~ 75009 Paris - France
Telephone: 33)(0)1 48 78 12 82

Fax:33 (0)1 42 82 17 27

E-mail: biml @oiml.org

Internet: www.oiml.org
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Compressed gaseous fuel measuring systems for vehicles
Part 1 - Metrological and technical requirements

1 Introduction (New)

Significant technical changes from the previous edition:

The order of the subjects and the wordings of the articles have been changed to a great extent towards
the general template for OIML Recommendations. This resulted in a strict separation between the
requirements (Part 1) and metrological controls and performance tests (Part 2).

This OIML Recommendation consists of 3 parts:

Part 1: Metrological and Technical Requirements;

Part 2: Metrological Controls and Performance Tests;

Part 3: Report Format for Type Evaluation (to be published later).

Parts 1 and 2 are in this combined publication and Part 3 of the Recommendation “Report Format for
Type Evaluation” will be published separately.

Publication of all three Parts is necessary to cover the applicability OIML/R 139 in the OIML
Certificate System and in the framework of the OIML Mutual-Acceptance Arrangement (MAA).

2 Scope (1)

Part 1 of this OIML Recommendation specifies the metrological and technical requirements applicable
to compressed gaseous fuel measuring systems forvehicles.

Part 2 provides guidelines for the type evaluation of the measuring systems and their constituent
elements (modules like meter, etc.), as well.as:for the initial and subsequent verification.

In general, the measuring systems that are covered by this recommendation are intended for the
refueling of motor vehicles, small boats, and aircraft with compressed natural gas, hydrogen, biogas,
gas blends or other compressed gaseous fuels. Application to other vehicles, for instance trains, are also
possible.

Measuring systems for liquid petroleum gas are beyond the scope of this Recommendation. These are
within the scope of OIML R*117, which covers fluids in a liquid state.

In principle, this Recommendation applies to all measuring systems fitted with a meter as defined in
3.1.1 (T.1.1) (continuous measurement), whatever the measuring principle may be of the meters or
their application.

This Recommendation is not intended to prevent the development of new technologies. According to
the state of the art, this Recommendation is intended for measuring systems providing mass indications.
Note:

Although the metrological requirements concerning the measuring of gases within the scope of this
Recommendation is independent of the type of gas, the testing methods for verification of compliance as
described in Part 2 may be differed.

3  Terminology (T)

Unless otherwise stated in the following sub clauses, the terminology used in this Recommendation
conforms to OIML V 1 International Vocabulary of Basic and General Terms in Metrology (VIM) [1],
to OIML V 2 International Vocabulary of Terms in Legal Metrology (VIML) [2], to OIML D 9
Principles of metrological supervision [3], to OIML D 11 General Requirements for electronic
measuring instruments [4], and to OIML B 3 OIML Basic Certificate System for Measuring
Instruments [5].

In addition, for the purposes of this Recommendation, the following definitions apply.
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Note: This terminology must be considered as a part of this Recommendation
3.1 (T.1) Measuring system and its constituents

3.1.1 (New) device

distinctive part of a measuring instrument or measuring system performing a specific task. A device
can either be a physical part or concern a function (for instance in the software).

Note: A "facility" can also be regarded as a device in accordance with this definition (see also
note 4.2.4).

3.1.2 (T.1.1) meter

instrument intended to measure, memorize and display the quantity of gas passing through the
measurement transducer at metering conditions.

Note : A meter includes at least a transducer, a calculator (including adjustmment.or correction
devices if present) and an indicating device

3.1.3 (New) measuring device

part of the meter converting the flow, the volume or the mass of the.measurand into signals
representing the measured quantity required as input for the measurement calculator, comprising a
sensor and a transducer.

3.1.3.1 (New) measurand quantity sensor or sensor

part of the measuring device, directly affected by a measurand quantity determing parameter
producing input signal for the transducer.

3.1.3.2 (T.1.2) measurement transducer or-transducer

part of the measuring device that provides an output signal representing the measured quantity based
on the input from the sensor(-s):

3.14 (T.1.3) calculator

3.1.4.1 (T.1.3.1) metering calculator

part of the meter that receives the output signals from the transducer(s) and, possibly, from
associated measuring instruments, transforms them and, if appropriate, stores in memory the results
until they are used.

3.1.4.2 (T.1.3:2) operational calculator

optional part of the meter that receives the digital output signals from the metering calculator and,

possibly, from associated measuring instruments, which processes them into data for the indicating

device.

Note : The metering calculator and the operational calculator may be two separate elements or
form a single unit. Excepted particular need to dissociate the two kinds of calculators the
association of both functions is called the calculator in this Recommendation.

3.1.5 (T.1.4) indicating device
part of the meter which displays continuously the measurement results.

Note: A printing device which provides an indication at the end of the measurement is not an
indicating device.
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3.1.6

3.1.7

3.1.8

3.1.9

3.1.10

3.1.11

3.1.12

3.1.13

(T.1.5) ancillary device

device intended to perform a particular function, directly involved in elaborating, transmitting or
displaying measurement results.

Main ancillary devices are :
a) zero setting device,
b) repeating indicating device,
¢) printing device,
d) memory device,
e) price indicating device,
f) totalizing indicating device,
g) pre-setting device,
h) self-service device.

(T.1.6) additional device

part or a device, other than an ancillary device, required to ensure correct measurement or intended
to facilitate the measuring operations, or which could in any way affect.the measurement.

Main additional devices are :
a) filter,
b) device used for the transfer point,
c) anti-swirl device,
d) branches or bypasses,
e) valves, hoses, and in general, all the gaseous piping.

(T.1.8) compressed gaseous fuel measuring systems for vehicles
measuring system intended for the refueling of motor vehicles with compressed gaseous fuel.
Such instrument is simply called hereafter measuring system.

(T.1.9) pre-setting device

device which permits the selection of the quantity to be measured and which automatically stops the
flow of the gas at the end of the measurement of the selected quantity.

Note : The pre-set-quantity may be the mass or the related price to pay.

(T.1.10) adjustment device

deviceincorporated in the meter, that only allows shifting of the error curve generally parallel to
itself, with.a view to bringing errors within the maximum permissible errors.

(T.1:11) associated measuring instruments

instruments connected to the calculator or the correction device, for measuring certain quantities
which are characteristic of the gas, with a view to making a correction.

(T.1.12) correction device

device connected to or incorporated in the meter for automatically correcting the mass, by taking
into account the flow rate and/or the characteristics of the gas to be measured (viscosity,
temperature, pressure...) and the pre-established calibration curves.

(T.1.13) transfer point
point at which the gas is defined as being delivered.
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3.1.14 (T.5.4) checking facility (as in draft OIML D 11, 3.18)

3.2

3.21

3.2.2

3.2.3

3.24

3.2.5

3.2.6

facility that is incorporated in a measuring instrument or system to detect and act upon:
a) events that otherwise will result in significant faults and/or
b) incorrect functioning of a specific device of the measuring instrument or system and/or
¢) disturbed communication between specific devices of the measuring instrument or system .

Note: «Acted upon» refers to any adequate response by the measuring instrument (luminous
signal, acoustic signal, prevention of the measurement process, etc.).

(T.2) self-service measuring systems

(T.2.1) self-service arrangement

arrangement that allows the customer to use a measuring system for the purpose of obtaining gas for
his own purchase.

(T.2.2) self-service device

specific device that is part of a self-service arrangement and which allows one or more measuring
systems to perform in this self-service arrangement.

Notes :  The self-service device includes all the elements_and constituents that are mandatory so
that a measuring system performs in a self-service.arrangement.

The arrangement is made of a self-service device and connected measuring systems.

(T.2.3) attended service mode

operating mode of a self-service arrangement in which the supplier is present and controls the
authorization for the delivery.

Notes :

1) In attended service mode, the'settlement of the transaction takes place before the customer
leaves the site of the delivery.

2) A transaction is settled when the parties interested in the transaction have made their agreement
known (explicitly or implicitly) as regards the amount of the transaction. This may be a payment,
signing a credit card voucher, signing a delivery order, etc.

3) The parties interested in a transaction may be the parties themselves or their representatives (for
example: the employee in a filling station, the driver of a truck).

4) In attended service mode the measurement operation ends at the moment settlement of the
transaction takes place.

(T.2.4) unattended service mode

operating mode of a self-service arrangement in which the self-service arrangement controls the
authorization for the delivery, based on an action of the customer.

Note : In unattended service mode, the end of the measurement operation is the end of the
registration (printing and/or memorizing) of information concerning the measurement
operation.

(T.2.5) pre-payment

type of payment in attended or unattended service mode requiring payment for a quantity of gas
before the delivery commences.

(T.2.6) attended post-payment (or post-payment)
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3.2.7

3.2.8

3.3

3.3.1

3.3.2

3.3.3

3.34

3.3.5

3.3.6

34

3.4.1

3.4.2

type of payment in attended service mode requiring payment for the delivered quantity after the
delivery but before the customer leaves the site of the delivery.

(T.2.7) unattended post-payment (or delayed payment)

type of payment in unattended service mode in which payment for the delivered quantity is required
after the delivery, but in which the transaction is not settled when the customer leaves the site,
following an implicit agreement with the supplier.

(T.2.8) authorization of a measuring system

operation that brings the measuring system into a condition suitable for the commencement of the
delivery.

(T.3) metrological characteristics

(T.3.1) primary indication
indication (displayed, printed or memorized) which is subject to legal metrology control.

Note: Indications other than primary indications are commonly referred to as secondary
indications.

(T.3.5) minimum measured quantity of a measuring system
smallest mass of gas for which the measurement is metrological-acceptable for that system.
Note: This smallest mass is also referred to as the minimum delivery.

(T.3.6) minimum specified mass deviation

absolute value of the maximum permissible error for the minimum measured quantity of a measuring
system.

(T.3.8) repeatability error

, difference between the largest and the smallest results of the several successive measurements of
the same quantity carried-out under the same repeatability condition’.

(T.3.9) intrinsic‘error
error of a measuring system determined under reference conditions.

(3.1.1)'significant fault (adopted from OIML D 11, 3.10)
faultexceeding the applicable fault limit value ( specified in 5.6.)

(T.4) tests and test conditions

(T.4.6) performance test

test intended to verify whether the measuring system under test (EUT) is capable of accomplishing
its intended functions.

(T.4.8) bank

''VIM (2010) 2.20
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test reservoir or a set of test reservoirs connected together, which forms part of a multi-segment gas
storage system. The segments operate at different pressure levels from one another in refueling
systems fitted with or using a sequential control device (see T.4.9 below).

Note: Testing using banks generate transient flow rates.

3.4.3 (T.4.9) sequential control device

device which allows switching from a bank to another one. This device may be included in a
measuring system or may be part of the refueling station.
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3.5
AC
AM
ASD
CF
CGF
DC
DIS
Evin
EM
EMC

e.m.f.

ESD
EUT
FDIS
GSM
ID
IEC

4

4.1
411

(New) Abbreviations and symbols used
Alternating Current
Amplitude Modulation
Acceleration Spectral Density
Change in flow rate
Compressed Gaseous Fuel
Direct Current
Draft International Standard
Minimum specified mass deviation
Electro Magnetic
Electro Magnetic Compatibility
electromotive force
Electrostatic Discharge
Equipment Under Test
Final Draft International Standard
Global System for Mobile communication
International Document (issued by OIML)

International Electrotechnical Committee

Constituents of the measuring system

The measuring system shall include at least:

a) (2.1) meter;

b) (2.3.3) flow control system;

c) (5.2.1) emergency power supply;
d) (2.1 +2.5.1) transferpoint;

e) (2.1) the gas piping;

f) (4.3.1) zero setting.device.

ISO International Organization for
Standardization

MMQ Minimum Measured Quantity
MPE Maximum Permissible Error
N.A. Not applicable

OIML International Organization of Legal
Metrology

P.in  Minimum pressure of the gas
P..x Maximum pressure of the gas

P, Allowed maximum gas pressure during fast
filling of the vehicle

Omin  Minimum flow rate

Omax  Maximum flow rate

RCF Relative Change in Flow rate
RMS Root Mean Square

Thin Minimum temperature of the gas
Thax  Minimum temperature of the gas

Description of the measuring system and its constituents

4.1.2 The measuring system-may also be provided with the following other ancillary and additional (2.1)

4.2

devices:

a) (T:1.3.1 +T.1.3.2) calculator;

b) <associated measuring instruments;
c) (2.5.7) pressure gauge;

d) (4.2.1) digital indicating device;
e). (6) self service arrangement;

f)  (4.7) presetting device;

g) (4.6.1) memory device;

h) (2.4.1 +4.3.2) price indicating device;

i) (4.3.3) printing device;
j) (4.6.1) memory device;

k) (2.1) other ancillary and additional devices;.

Constituents of the meter

A meter itself is not a measuring system. (2.1)
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4.2.1 The meter shall include:

a) (T.1.1) measurement transducer;
b) (T.1.1 + T.1.4) indicating device;
¢) Metering calculator

4.2.2 The meter may include:

a) (4.1.4) adjustment device;
b) (T.1.12 + 4.1.5) correction device;

4.2.3 A measuring system shall include only one meter. (2.1)

If several meters intended for separate measuring operations have common elements (calculator
filter, etc.) each meter is considered to form, with the common elements, a measuring/System. (2.1)

4.24 The typical configuration of measuring system (including the meter) is given in Figure;l on the next
page.
Note: The "devices" listed in 4.1 and 4.2 can be functions rather than physical devices.
(See also 3.1.4).
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Measuring device
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Power supply
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Figure 1 - Constituents of a typical compressed gaseous fuel measuring system for vehicles

D:\Documents\OIMLI1\Document ontwikkeling\TC08-SC7\R139 2008\1 CD R139 (2010\TC_8_SC_7_035_1CD (1CD R139-1)modified 02-05-2012.doc Page 15 of 43




5

51

5.1.1

5.1.2

5.1.3

5.2

5.2.1

5.2.2

5.23

524

Metrological requirements for the measuring system

Presentation of the measuring result
The presentation of the measurement results should be unambiguous for all parties affected.

Units of measurement

The result of the measurement shall be displayed and/or printed in kg being the unit of mass.
(2.4.2+4.5.1)

If applicable, volume or other quantities shall be indicated in the applicable SI unit. (2.4.2)

If units of measurement different from the SI are required by national regulations of a specific
country, these units of measurement shall be considered acceptable for indications in this specific
country only. In international trade, the officially agreed equivalents between these units of
measurement and those of the SI shall be applied

Any displayed or printed measuring result shall be clearly provided with the applicable unit symbol
or name. (2.4.2 + 4.5.1)

Scale intervals (2.4.6)

The scale interval shall be in the form 1 x 10", 2 x 10" or 5 x 10" kg,-where n'is a positive or negative
whole number, or zero.

The scale interval shall be equal to or smaller than half the minimum specified mass deviation (see
note in 5.2.4 (3.1.3)).

However non-significant scale intervals should be avoided: This-does not apply to price indications.

Multiple indicating (or printing) devices (2.4.3)

A measuring system may have several devices.indicating or printing the same measurement result.
Each shall meet the requirements of this Recommendation if subject to control. The scale intervals of
the various indications or prints shall be the same. For any measured quantity relating to the same
measurement, there shall be no difference between the indications of multiple indicating or printing
devices.

Maximum permissible error

(3.1.1) Without prejudice to 5.2.4 (3.1.3), the maximum permissible errors on mass indications,
positive or negative, at type‘evaluation and at initial verification, are equal to:

* for the meter :
¢ 1 % of the measured quantity;
* for the complete measuring system:

® 1.5% of the measured quantity.

(3:2:1) The maximum permissible errors apply for all gases to be metered, all possible ambient
conditions of temperatures and pressures, and all flow rates for which the system or the meter is
intended to be used.

A measuring system or a meter shall be capable of fulfilling all requirements without adjustment or
modification during the relevant evaluation procedure.

(3.1.2) The maximum permissible error on mass indications, positive or negative, in service
performed under rated operating conditions, is equal to 2 % of the measured quantity for the
complete measuring system.

(3.1.3) The maximum permissible error applicable to the minimum measured quantity is twice the
corresponding value as stated in 5.2.1 (3.1.1).
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The minimum specified mass deviation (E,;,) for the measuring system is given by the formula:
Ein =3 x MMQ/100
Where MMQ is the minimum measured quantity having the form specified in 5.3.2 (2.3.2).

Note: The minimum specified mass deviation is an absolute maximum permissible error.

5.2.5 (3.1.4) Whatever the measured quantity may be, the magnitude of the maximum permissible error
(expressed in units of mass ) for the complete system is never less than the minimum specified mass
deviation.

53 Measuring range

5.3.1 Flow rate

(2.3.1, 2.3.3) The flow measuring range is limited by the minimum flow rate Q,,;, and the maximum
flow rate Q... and shall be specified by the manufacturer of the system. This measuring range shall
satisfy the conditions of use of the measuring system; the latter shall be designed so that the flow
rate stays between the minimum flow rate and the maximum flow rate, except at the beginning and
at the end of the measurement or during interruptions.

In normal conditions of use, a flow control system shall prevent the-delivery of flow rates less than
the minimum flow rate of the measuring system.

The measuring range of a measuring system shall be within the measuring range of each of its
elements.

The ratio between the maximum flow rate and the minimum flow rate shall be at least 10.

A flow beneath the minimum flow rate during the course’of accomplete delivery is allowed only for a
maximum period of 2 seconds. The flow shall automatically be terminated in case this period of time is
exceeded.

5.3.2 Minimum measured quantity

(2.3.1, 2.3.2) The minimum measured.quantity-shall be specified by the manufacturer of the
measuring system. It shall have the form 1 x10", 2 x 10" or 5 x 10" kg, where n is a positive or
negative whole number, or zero.and it:shall satisfy the conditions of use of the measuring system.
Except in exceptional cases, the measuring system shall not be used for measuring quantities less
than this minimum measured quantity.

The maximum value of the:minimum measured quantity MMQ depends on the maximum flow rate
in accordance with Table 1.

Table 1
Oiar <30 kg/min 30 kg/min < Q. < 70 kg/min Qx> 70 kg/min
MMQ <2 kg MMQ <5kg MMQ <10 kg

54 Repeatability
54.1

5.4.2 Dynamic flow (3.1.6)

For any quantity equal to or greater than 1000 scale intervals of the meter, the repeatability error in
dynamic flow conditions of the meter shall not exceed 0,6 % and that of the measuring system shall
not exceed 1%.

5.4.3 (3.1.7 amended) The requirement concerning repeatability shall be met durably which shall be
demonstrated at type evaluation.
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5.5
551

5.5.2

Specifications of ambient and rated operating conditions

Ambient conditions

The manufacturer may specify ambient conditions for a meter or system, based on the intended use
of the instrument or devices taking into account table 2 (Rated operating conditions). The
identification plate and the operating instructions shall indicate the corresponding limits of use. (see
clauses 7 and 8)

Rated operating conditions (5.1.1, A.4)

Meters and measuring systems according to this Recommendation shall be designed and
manufactured such that their metrological functions are safeguarded and their errors do not exceed
the maximum permissible errors in service as defined in 5.2.3 (3.1) under the following rated
operating conditions:

Table 2 Rated operating conditions

High ambient temperature ‘"

a) @.1.1) (t,,) +30 °C, + 40 °C, +55(2‘)’C, +70 °C or +.85°C | Temperature
range at

¢) | Temperature of the gas As specified by the‘manufacturer

d) | Pressure of the gas As specified by the manufacturer

e) | Relative humidity As specified by the manufacturer

As specified by the manufacturer not to exceed or
f) | Vibration (random) (A.4.4) alternatively may exceed
10Hz~ 150 Hz, 1.6 m.s”, 0.05 m’s”, -3 dB/octave®

DC mains voltage/ Voltage of

g) | internal battery ¥ (A.4.9; As specified by the manufacturer
A.4.10)
b Voltage of road vehicle As specified by the manufacturer (12 £ 4)V and/or (24 £ 8)V
) battery ©

AC mains voltage ©’

1) (A4.10) Unom - 15 % t0 Upom + 10 %

() These temperatures refer only to the ambient temperature. The temperature of the gas may be
different-but the range shall cover at least + 10 °C to + 40 °C.

@ These values are to be decided by national legislation, as it depends on the climatic conditions
and the expected conditions of application (indoors, outdoors, etc.) that are different in different
countries.

© Whatever is applicable
@ A choice may be made between:

e those instruments or parts of instruments typically to be used in closed (weather protected)
locations where the local climate is not controlled

e those instruments or parts of instruments to be used in open air locations.

© At least for mobile dispensers the environmental random vibration is considered more intense
than delimited by the presented range.

© 1In conformity with ISO 16750-2
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5.6 Significant fault (T.3.12)

5.6.1 Concerning the mass being measured a significant fault is a fault of which the magnitude exceeds the
larger of these two values :
a) one tenth of the magnitude of the maximum permissible error at type evaluation for the
measuring system for the mass measured;
b) the minimum specified mass deviation.

5.6.2 Concerning the amount (of money) to pay, a significant fault is a fault in the displayed or printed
amount corresponding the significant fault for the mass.

Note: No fault is allowed in the unit price.

5.6.3 The following faults are not considered being significant faults:

a) faults arising from simultaneous and mutually independent causes in the measuring instrument
itself or in its checking facilities;

b) transitory faults being momentary variations in the indication, which cannot be interpreted,
memorized or transmitted as a measurement result;

c) faults implying the impossibility of performing any measurement.

5.7 Disturbances (5.1.2)

Measuring systems within the scope of this Recommendation shall be designed and manufactured
such that, when they are exposed to the disturbances as specified in table 3 and table 4

a) either significant faults do not occur,.or
b) significant faults are detected and acted upon by means of checking facilities,
The provisions in a) and b) may be applied separately to:
- each individual cause of significant fault; and/or
- each part of the measuring'system.
The choice of whether a) orb) is applied, is left to the manufacturer,

5.7.1 Table 3 Disturbances to which being exposed during full operation

Radiated, radio-frequency,
2) electromagnetic fields up to 3 GHz, up to 10 V/m
b) | Conducted radio-frequency fields up to 80 MHz, up to10 V (e.m.f.)
c) Bu¥StS (transwnts) on AC and DC Amplitude 2 kV, Repetition rate 5 kHz
mains lines
d) pursts (t.ranswnts) on signal, data and Amplitude 1 kV, Repetition rate 5 kHz
control lines
0,5 cycles 0 %
e) | AC mains voltage dips 1 cycle 0%
25/30 M cycles 70 %
f) | AC mains short interruptions 250/300  cycles 0 %
Voltage dips, short interruptions and 40 % and 70 % of the rated voltage during 0,1 s
g) | voltage variations on DC mains 0 % of the rated voltage during 0.01 s
power 85 % and 120 % of the rated voltage during 10 s
h) | Ripple on DC input power 2 % of the nominal DC voltage
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5.7.2

5.8

5.8.1

5.8.2

6
6.1

6.2

6.2.1

" For 50 Hz/ 60 Hz respectively

Table 4 Disturbances to which being exposed before being in full operation:

at t,, OC,

a) | Damp heat, cyclic (condensing) RH. > 93 9
I, (¢

Contact discharge:6 kV

b) | Electrostatic discharge o
Air discharge: 8kV

Surges line to line on mains power and

unbalanced signal data and control lines Lkv

9

Surges line to earth on mains power and signal

) data and control lines

2kV

Note: (New) A fault equal to or smaller than the significant fault according to 5.6.1 is allowed
irrespective of the value of the error of indication.

Durability

(5.1.3) The requirements in 5.5.2 (5.1.1) and 5.7 (5.1.2) shall be met durably.

For this purpose the measuring systems shall [!] be provided with checking facilities as specified in
6.10 (5.3).

(3.1.7) Meters, within their field of operation, shall'not showa significant durability error after a run-
in of at least a total mass equal to 100 hours running-at 0,8 Q,,.x. A durability error of whichthe
magnitude equals or exceeds + 1 % of the measured quantity is a significant durability error.

Technical requirements for. the measuring system

Construction

(New) The measuring system and, if applicable, its modules shall be designed to suit its intended
purpose. And they shall be solidly and carefully constructed in order to ensure that it maintains its
metrological qualities'during a reasonable period of use.

Measuring systems may consist of more than one bank of vessels differing in maximum compression
level.

A measuring system shall be constructed in such a way that possibilities for unintentional,
accidental, or intentional misuse are minimal.

Presentation of measured value
In"addition to the requirements in 5.1, the following requirements apply:

Indicating device

(2.4.1 + 4.2.1) The meter shall be equipped with a digital indicating device displaying the mass of
gas measured.

(2.4.1) National authorities may allow the mass indication to be complemented with a secondary
(informative) indication of volume, energy or other quantity, provided the status of this informative
indication is clear and unambiguous and is not misleading with respect to the actual amount.
Moreover in this case, the conversion factor used for converting from mass to the secondary
indication shall be displayed on the front face of the measuring system. Only rounding errors are
permitted on conversion.
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6.2.1.1

6.2.1.2

6.2.1.3

6.2.2

6.2.3

6.2.4

6.2.5

6.2.6

6.2.7

If the system is fitted with a price indicating device, the national authority should impose that:
a) indications of unit price and price to be paid are related only to mass;
b) these indications are displayed only when displaying the mass.

Size of the figures (4.2.3)
The height for the figures of the digital display device shall be equal to or greater than 10 mm.

Grouping of numbers and decimal sign (4.5.1)

Displayed or printed numbers may be divided in groups of three in order to facilitate reading; neither

dots nor commas shall be inserted in the space between groups.

If the magnitude of the number is less than unity, the decimal sign should be preceded by-a.zero.

The decimal marker displayed or printed by the measuring instrument shall be either & comma on the

line or a dot on the line. Use of the comma and/or the dot is left to national habit orlegislation.

Notes: (1) In accordance with OIML policy, the dot is used in the English version of this
Recommendation and a comma in the French version.

(2) 1SO 31-0(1992), clause 3.3.2, says: "The decimal sign is a‘comma on the line. If the
magnitude of the number is less than unity, the decimal sign should be preceded by a
zero", with a note: "Note 17 In documents in the Englishilanguage, a dot is often used
instead of a comma. If the dot is used, it should be on'the line. In accordance with an
ISO Council decision, the decimal sign is a comma inISO documents."”

(New) Reading of the results (on display as well as in print).shall be reliable, easy and unambiguous
under conditions of normal use.

In addition to the requirements in 5.1, the figures forming the results shall be of a size, shape and
clarity for reading to be easy.

The scales, numbering and printing shall.permit the figures which form the results to be read by
simple juxtaposition

(2.4.5) The use of the same indicating device for the indications of several measuring systems
(which then have a commonindicating device) is authorized provided that it is impossible to use any
two of these measuring systems simultaneously, and that the measuring system providing the
indication is clearly identified.

(2.4.7) When relevant, the provisions relating to mass indications apply also to price indications by
analogy and,tosecondary indications of other quantities as well.

(4.2.2) The continuous display of mass during the period of measurement is mandatory.

(New) A digital indication or print shall display at least one figure beginning at the extreme right.

A'decimal fraction shall be separated from its integer by a decimal sign (see 5.1.2), with the
indication showing at least one figure to the left of the sign and all figures to the right.

Zero may be indicated by one zero to the extreme right, without a decimal sign.

(New) If the instruments are connected to an external printing device or data storage, the data
transmission from the instruments to the printing device shall be designed so that the results cannot
be falsified.

It shall not be possible to print a document or store the measuring data in an external device for legal
purposes if the instrument checking facility(ies) detect(s) a significant fault or a malfunction.

(4.4) Price indicating device
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6.2.7.1 (4.4.1) A mass indicating device may be complemented with a price indicating device which
displays both the unit price and the price to be paid.

The monetary unit or its symbol shall appear in the immediate vicinity of the indication.

6.2.7.2 (4.4.2) The selected unit price shall be displayed by an indicating device before the start of the
measurement. The unit price shall be adjustable; changing the unit price may be carried out either
directly on the measuring system or through peripheral equipment.

The indicated unit price at the start of a measurement operation shall be valid for the whole
transaction. A new unit price shall only be effective at the moment a new measurement operation
may start.

A time of at least 5 s shall elapse between indicating a new unit price and before the next
measurement operation can start, if the unit price is set from peripheral equipment.

6.2.7.3 (4.4.3) Only rounded errors pertaining to the least significant digit of the price to be paid are
authorized.

6.2.8 (4.5) Printing device

6.2.8.1 (4.3.3) If the measuring system is fitted with a printing device, any-printing operation shall not be
possible during the course of a measurement. The printing operation itself shall not initiate any
change in the quantity indicated on the indicating device:

6.2.8.2 (4.5.2) The printing device may print informationidentifying the measurement such as: sequence
number, date, identification of the measuring system, type of gas, license plate , etc.

If the printing device is connected to more-than one measuring system, it shall print the
identification of the relevant system.

6.2.8.3 (4.5.3) If a printing device allows repetition of the printing before a new delivery has started, copies
shall be clearly marked as such, for example by printing "duplicate".

6.2.8.4 (4.5.4) The printing device-may print, in addition to the measured quantity, either the corresponding
price or this price and the unit price.

6.2.8.5 (4.5.5) The printing devices are also subject to the requirements in 6.10.5 (5.3.5) (Checking facilities
for ancillary devices).

6.2.8.6/(New) In addition to the requirements in 5.1, the following requirements apply to a printer:

a)~ printing shall be clear and permanent for the intended use. If relevant, the manufacturer shall
specify the type of paper to be used in order to fulfill this requirement.
It shall be ensured that the print does not fade and shall be readable for a period of at least a
trimester.

b)  printed numeric characters shall be at least 2 mm in hight;

¢) on the print-out / hard copy, the name or the symbol of the unit of measurement shall be either
to the right of the value or above a column of values.

d) In case the printer fails (for instance being switched off, out of paper or ink, or in case of
disturbed communication), a warning shall be given or the measurement shall be prohibited;

e) in case of an external printing device, the data transmission shall comply with 6.4.
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6.3 Storage of measurement results (Memory device; hardware) (4.6)

(New) The measuring results shall be recorded using sustainable means and shall include the
information needed for identifying the particular measurement. This may be provided by means of a
print and/or by storage in a non volatile memory.

6.3.1 (4.6.1) Measuring systems may be fitted with a memory device to store measurement results until
their use or to keep a trace of commercial transactions, providing proof in case of a dispute. Devices
used to read stored information are considered as included in the memory devices.

(New:) It shall be assured that means are available for future recovery of the stored data.
These means shall be readily available during the whole life-cycle of the measuring system at:
- the measuring system location, or
- any other appropriate location (for instance in the central office of the company that owns
the measuring system).

6.3.2 (4.6.2) The medium on which data are stored must have sufficient permanency to ensure that the

data will not become corrupted under normal storage conditions. Fhere-shall-be-sufficient-memeory
storage-for-any particalar-apphieation-(Moved to the annex A)

Note: For roadside measuring systems storage for three months corresponding tonormal use is advisable.

6.3.3 (New ) moved to Annex A (A.2.5)

6.3.4 (4.6.3 amended ) moved to Annex A (A.2.6)

6.3.5 (4.6.4) Storage shall be such that it is impossible in normal use to modify stored values (see also
Annex A (A.2.3.2).

6.3.6 (4.6.5) Memory devices shall be fitted with checking facilities according to 6.10.5 (5.3.5). The aim
of the checking facility is to ensure that stored data correspond to the data provided by the calculator
and that restored data correspondto stored data.

It shall not be possible to store the measuring data in an external device if the instrument checking
facility(ies) detect(s) a significant fault or a malfunction.

6.4 Data transmission.(New)

The instrument may be equipped with an interface permitting coupling to any peripheral devices or
other instruments.

An interface shall not allow the metrological functions of the instruments or their measurement data
to be inadmissibly influenced by the peripheral devices, by other interconnected instruments, or by
disturbances acting on the interface.

Functions that are performed or initiated via an interface shall meet the relevant requirements and
conditions of clause 6.11

If the instrument is connected to a data printer or an external data storage, the design of the data
transmission shall ensure that the measuring results cannot be falsified.

6.5 Zero-setting device (4.3)

6.5.1 (4.3.1) Measuring systems shall be equipped with a zero setting device for resetting the mass
indicating device to zero.

6.5.1.1 (4.3.1.1) The zero setting device shall only permit the measurement result shown by the indicating
device to be reset to zero.
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6.5.1.2

6.5.1.3

6.5.2

6.5.3

6.6

6.6.1

6.6.2

6.6.3

6.6.4

6.6.5

6.6.6

6.6.7

6.6.8

6.7

After finishing a previous delivery any further delivery shall only be possible after a reset to the zero
value indication.

(4.3.1.2) Once the zeroing operation has begun, it shall be impossible for the mass indicating device
to show a result different from that of the measurement which has just been made, until the zeroing
operation has been completed.

The measuring system shall not be capable of being reset to zero during measurement.

(4.3.2) If the system also includes a price indicating device, this indicating device shall be fitted with
a zero setting device.

The zero setting devices of the price indicating device and of the mass indicating device shall be
designed in such a way that zeroing either indicating device automatically involves zeroing the. other.

(4.3.4) If the measuring system is designed so that registration of mass could occur without any
effective flow rate, a device shall register this apparent flow rate and compensate the measurement
result for it.

Pre-setting device (4.7)
Measuring systems may be provided with a pre-setting device.

(4.7.1) The selected quantity is pre-set by operating a digital device which indicates that quantity.
The preset quantity shall be indicated before the start of the measurement.

(4.7.2) Where it is possible to simultaneously view:the figures of the display device of the pre-setting
device and those of the mass indicating device, the former shall be clearly distinguishable from the
latter.

(4.7.3) Indication of the selected quantity. may, during measurement, either remain unaltered or
return progressively to zero. However, it is acceptable to indicate the preset value on the indicating
device for mass by means of a special operation with the restriction that this value shall be replaced
by the zero indication for mass before the measurement operation can start.

(4.7.4) The difference found under normal operating conditions, between the pre-set quantity and the
quantity shown by:the mass indicating device at the end of the measurement operation, shall not
exceed the minimum specified mass deviation. [Test to be added to 18]

(4.7.5).The pre-set quantities shall be expressed in units of mass according to 5.1.1. This unit or its
legal symbol shall be marked on the pre-setting device.

(4.7.6) The scale interval of the pre-setting device shall be equal to the scale interval of the
indicating device.

(4.7.7) Pre-setting devices may incorporate a device to permit the flow of gas to be stopped quickly
when necessary.

(4.7.8) Measuring systems with a price indicating device may also be fitted with a price pre-setting
device which stops the flow of the gas when the quantity delivered corresponds to the pre-set price.
The requirements in 6.6.1 to 6.6.7 (4.7.1 to 4.7.7) apply by analogy.

Calculator (4.8)
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6.7.1

6.7.2

6.7.3

6.8

6.8.1

6.8.2

6.9

6.9.1

6.9.2

(4.8.1) The maximum permissible errors, positive or negative, on the gas quantity indications
applicable for the calculators when they are checked separately are equal to 0.05 % of the true value.
They apply to the metering calculator and to the operational calculator, where applicable.

[Test to be added to 18]

(4.8.2) All parameters necessary for the elaboration of indications that are subject to legal metrology
control, such as unit price, calculation table, correction polynomial, etc. shall be present in the
calculator at the beginning of the measurement operation.

(4.8.3) The calculator may be provided with interfaces permitting the coupling of peripheral
equipment. When these interfaces are used, the instrument shall continue to function correctly.and.its
metrological functions shall not be capable of being affected.

Emergency power supply device (5.2)

(5.2.1) A measuring system shall be provided with an emergency power supply device allowing
either:
a) all measuring functions to be safeguarded during a failure of the principal power supply, or

b) that data contained at the moment of a failure leading to stopping the flow are saved and
displayable on an indicating device subject to legal metrology control for sufficient time to
permit the conclusion of the current transaction.

The absolute value of the maximum permissible errorfor the indicated mass, in the second case, is
increased by 5 % of the minimum measured quantity.

(5.2.2) In case of a failure leading to stopping the flow, measuring systems shall be such that the
minimum duration of operation of the display shall be either:
a) continuously and automatically atleast 15 minutes following immediately the failure of the
principal electrical supply, or
b) atotal of at least 5 minutes,in‘one or several periods controlled manually during one hour
following immediately the failure.

[The content of the note is moved to Part 2 (17.10.2)].

In addition, measuring systems shall be designed so that an interrupted delivery cannot be continued
after the power supply device has been re-established if the power failure has lasted more than 15 s.

Protection against fraud (new)

A measuring system, including its ancillary devices installed according to the manufacturer’s
instructions; shall have no characteristics likely to facilitate its fraudulent use; neither by accidental
nor by deliberate means when using the instrument in the normal manner; whereas possibilities for
unintentional misuse shall be minimal. The general essential requirement dealing with fraudulent use
shall be fulfilled in such a way that the interests of all parties involved in the transaction are
protected.

As far as applicable, in particular the following aspects shall be taken into account:

Except for a reset of the indication to zero and setting the unit price, it shall be impossible to make
any metrological relevant adjustments without breaking the seals (see 9).

The possibility to change software shall comply with the requirements in 6.11.
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6.9.3

6.94

6.10
6.10.1

The risk of calculated (deliberate) influence by digital telephones, static magnets, etc. shall be
minimized. (For disturbances by radiated, radio frequency electromagnetic fields see also 5.7.1, a).

Data transmission shall comply with 6.4.

Checking facilities (5.3)
(5.3.1 modified) Action of checking facilities
The detection by the checking facilities of significant faults and/or of incorrectness in the generation,

transmission, processing and/or indication of measurement data shall result in an action.
The action of checking facilities depends on the type of facility.

6.10.1.1The following action is applicable upon a malfunction detection by checking facilities of type N:

- a visible or audible alarm for the attention of the operator.

6.10.1.2The following action is applicable upon a malfunction detection by checking facilities of type I or P:

6.10.2

6.10.3

. in particular for these fuel dispensers:

e automatic correction of the malfunction; or

e stopping only the faulty device, when the measuring system without that device continues to
comply with the regulations; or

e stopping the flow

(5.3.2) Checking facilities for the measurement transducer

Checking facilities shall be implemented which are able to verify the presence of the transducer, its
correct operation and the correctness of data transmission.

These checking facilities shall be of type P and the checking shall occur at time intervals not
exceeding the duration of the'measurement of an amount of