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	Country

code
	Position
	Gen./
edit./
tech.
	Comments
	Proposed change

	AU-1
	General
	Edit
	Inconsistent font sizes throughout document.
	General editing

	AU-2
	3.14, Note (d)
	Tech
	As we have noted previously regarding significant durability errors, we strongly disagree that the following may be acceptable: ‘a durability error cannot be detected and acted upon due to a breakdown of the appropriate durability protection facility.’ 
	It is suggested that 3.14 Note (d) be removed.

	AU-3
	3.22
	Edit
	
	Change ‘batteries are considered not’ to ‘batteries are not considered to be’.



	AU-4
	6.3
	Edit
	First sentence is somewhat ambiguous.
	Change ‘otherwise and shall’ to ‘otherwise, and shall’.

	AU-5
	6.4
	Edit
	First sentence is somewhat ambiguous.
	Change ‘In case a durability test’ to ‘In the case where a durability test’.

	AU-6
	6.8, Note
	Edit
	
	Change ‘It is not intended to dismantle the measuring instruments or devices for the cause of testing’ to ‘It is not intended that measuring instruments or devices be dismantled for the purposes of testing’.

	AU-7
	9.1.2
	Edit
	
	Change ‘mayor’ to ‘major’

	AU-8
	9.1.2
	Gen
	Measuring instrument has a specific meaning.
	Replace ‘measuring instrumentation uncertainty’ with ‘test instrument uncertainty’

	AU-9
	9.2.1, note
	Edit
	
	Change ‘value exceeds these rating operating’ to ‘value exceeds these rated operating’.

	AU-10
	9.2.2.1, note 2
	Edit
	
	Change ‘that the EUT after the application of the disturbance’ to ‘that after the application of the disturbance the EUT’.

	AU-11
	Table 7
	Gen
	Table 7 states that ‘IEC specifies that the power to the EUT shall be switched off before the temperature is raised.’ However, D 11 is making the specification, as the IEC recovery procedure has the option for the EUT to be switched on during the recovery period. 
	Suggest that statement is changed to ‘The power to the EUT shall be switched off before the temperature is raised during the recovery period’.

	AU-12
	Table 22
	Edit
	
	Change ‘sequence of tree dips/interruptions’ to ‘sequence of three dips/interruptions‘.


