
 

 

Comments on: 
Draft Recommendation R 106-1 Automatic Rail-weighbridges Part 1 – Metrological and Test 
Requirements 

Name/Department:  

 

Page number Document clause Comment 

13 T.4.4.1 Error (of 

indication) 

 

Editorial. Sub-heading (T.4.4.1) needs proper re-alignment. 

20 Figue 2 ‐ Illustration of 
maximum permissible 

errors for train weighing 

Editorial. 

‘Figue’ should be ‘Figure’ 

 

 Data on the x-axis, i.e. 350, needs to be aligned to the axis correctly. 

31 4 TECHNICAL 

REQUIREMENTS FOR 

ELECTRONIC 

INSTRUMENTS 

Editorial. Heading needs to be paragraphed.  

33 4.3.5 Interfaces Editorial. 

Please amend as follows: 

 

An instrument may be equipped with communication interfaces (T.2.6.1T.2.7.1) enabling the coupling of the instrument to external 

equipment, and user interfaces (T.2.6.2T.2.7.2) permitting… 

 

33 4.3.5.2 Securing of 

interfaces 
Editorial. 

Please amend as follows: 

 

a) data is protected (e.g. with a protective interface as defined in T.2.6.3T.2.7.3) against accidental 
 

c)  all functions in the hardware interface shall be subject to the requirements for securing 

hardware in 3.8.3 and in 3.9; 
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