OIML International Recommendation R49 – Part 1 and 2
General Comments for – Water meters intended for the metering of cold potable water and hot water – Metrological and technical requirements  methods
Comments from : FRANCE
	Document Clause
	Page Number
	Comment

	Part 1

7.3.6
	30
	The requirement is limited to one instrument tested .  There is a lack of coherence with what has been introduced in part 2

There is no criteria in the part 1 to avoid that a complete production is exploiting the mpe’s in favour of one party (e.g. the manufacturer’s client ) where metrological authorities should take care that also consumers are protected 

We suggest at least to introduce in the requirements of R 49-1 a paragraph similar to what is already included  in draft R 49-2 10.1.4 “In all cases this requirement shall be applied equitably with respect to the water supplier and the consumer”. 



	Part 1

Annex C
	37
	This annex is only informative where usually in OIML recommendations there is a paragraph giving advice for metrological authorities for their control in service. 

We suggest to add at least a new chapter 7.4 about In service and subsequent verifications,  including the usual content of these controls : visual inspection of conformity to type, integrity of sealing, inscriptions and markings, recommended tests at 2 values of flow rates (one high one low), possibility to use individual controls or statistical methods with a reference to the draft document from TC3/SC4 like in R 137  

If it is not accepted we suggest that a new project of an OIML (only) document  is started to cover control in service of water meters if not already included in another project 

	Part 2 

Table 1
	28
	Table 1 — Durability tests (Table 7 in ISO 4064-1|OIML R 49-1) : there is no table 7 in R49-1

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	











